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2" GATE VALVE
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6" MAX. \
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BRICK ON EDGE

SQ.(MIN.) \
CLASS "B” CONC. HOT POUR CAULKING

(2500 PSI) AROUND 2" B.l. PIPE
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MUELLER 2" 4_,,..--—’——? B.I. PIPE COATED W/
CORPORATION STOP CAT. KOPPERS BITUMASTIC
No. H10012 OR EQUAL No. 50” OR "PPG. INDS.
COAL CAT No. 850" OR
TAPPED FOR IRON APPROVED EQUAL.

PIPE THREADS
\LMAlN

4" C.I. SLEEVE

NOTES:

1. 2”7 TAP FOR AIR VENT SHALL BE STANDARD. THREADED
TAP OR SADDLE TAP DEPENDING ON MANUFACTURER'S
RECOMMENDATION FOR TYPE AND THICKNESS OF PIPE USED.

. GRAVEL BEDDED MAY BE USED IN PLACE OF CONCRETE IN
NON—TRAFFIC AREA AT DISCRETION OF ENGINEER.

. B.l. = BLACK IRON/GALVANIZED PIPE.

. MACHINE SEATING SURFACES ON BOTH COVER & FRAME.

. ALL CASTING TO BE DIPPED IN ASPHALTIC PAINT AFTER
MACHINING.

. TOLERANCE TO BE + 125" FOR ALL DIMENSIONS.

. CASTING TO BE SHOT BLASTED.

. CASTING TO BE ASTM A—48 CLASS 30.
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